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Survey Data
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Fig. 1. Camera locations and image overlap.

Number of images: 389

Flying altitude: 26.2 m

Ground resolution: 7.57 mm/pix

Coverage area: 0.0132 km²

Camera stations: 389

Tie points: 430,972

Projections: 1,261,670

Reprojection error: 0.554 pix

Camera Model Resolution Focal Length Pixel Size Precalibrated

FC6310S (8.8mm) 5472 x 3648 8.8 mm 2.41 x 2.41 μm No

Table 1. Cameras.
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Camera Calibration

1 pix

Fig. 2. Image residuals for FC6310S (8.8mm).

FC6310S (8.8mm)
389 images

Type Resolution Focal Length Pixel Size
Frame 5472 x 3648 8.8 mm 2.41 x 2.41 μm

F:

Cx: B1:

Cy: B2:

K1: P1:

K2: P2:

K3: P3:

K4: P4:

2975.44

2.7033

11.8227

0.00751568

-0.0203757

0.0231296

-0.00861048

0.187796

-0.227615

0.00024

0.00205128

0.783054

-0.206055
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Ground Control Points
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Fig. 3. GCP locations and error estimates.

Z error is represented by ellipse color. X,Y errors are represented by ellipse shape.

Estimated GCP locations are marked with a dot or crossing.

Count X error (cm) Y error (cm) Z error (cm) XY error (cm) Total (cm)

5 9.66488 7.85835 17.4633 12.4565 21.4507

Table 2. Control points RMSE.

X - Longitude, Y - Latitude, Z - Altitude.
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Label X error (cm) Y error (cm) Z error (cm) Total (cm) Image (pix)

5 -3.87787 2.31243 -19.6236 20.1363 0.416 (47)

2 5.44783 -3.94666 20.1263 21.2208 0.459 (36)

3 -13.6051 -6.19771 -0.805963 14.972 0.267 (69)

1 15.1232 -6.7634 -18.817 25.0706 0.327 (11)

4 -2.91915 14.272 19.4925 24.3345 0.183 (5)

Total 9.66488 7.85835 17.4633 21.4507 0.362

Table 3. Control points.

X - Longitude, Y - Latitude, Z - Altitude.
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Digital Elevation Model
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Fig. 4. Reconstructed digital elevation model.

Resolution: 1.51 cm/pix

Point density: 0.436 points/cm²

Page 6



Processing Parameters

General
 Cameras 389
 Aligned cameras 389
 Markers 9
 Coordinate system WGS 84 (EPSG::4326)
 Rotation angles Yaw, Pitch, Roll

Point Cloud
 Points 430,972 of 455,871
 RMS reprojection error 0.187265 (0.554458 pix)
 Max reprojection error 3.7476 (11.95 pix)
 Mean key point size 3.12905 pix
 Point colors 3 bands, uint8
 Key points No
 Average tie point multiplicity 3.22161
 Alignment parameters

  Accuracy High
  Generic preselection Yes
  Reference preselection Yes
  Key point limit 40,000
  Tie point limit 4,000
  Adaptive camera model fitt ing No
  Matching time 11 minutes 43 seconds
  Alignment time 8 minutes 39 seconds

 Optimization parameters
  Parameters f, b1, b2, cx, cy, k1-k4, p1-p4
  Adaptive camera model fitt ing No
  Optimization time 1 minutes 0 seconds

 Software version 1.5.3.8469
Depth Maps

 Count 389
 Depth maps generation parameters

  Quality High
  Filtering mode Mild
  Processing time 3 hours 43 minutes

 Software version 1.5.3.8469
Dense Point Cloud

 Points 153,879,740
 Point colors 3 bands, uint8
 Depth maps generation parameters

  Quality High
  Filtering mode Mild
  Processing time 3 hours 41 minutes

 Dense cloud generation parameters
  Processing time 5 hours 0 minutes

 Software version 1.5.3.8469
Model

 Faces 30,707,002
 Vertices 15,358,383
 Vertex colors 3 bands, uint8
 Depth maps generation parameters
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General
  Quality High
  Filtering mode Mild
  Processing time 3 hours 41 minutes

 Reconstruction parameters
  Surface type Height field
  Source data Dense cloud
  Interpolation Enabled
  Strict volumetric masks No
  Processing time 12 minutes 25 seconds

 Software version 1.5.3.8469
DEM

 Size 11,879 x 11,697
 Coordinate system WGS 84 (EPSG::4326)
 Reconstruction parameters

  Source data Dense cloud
  Interpolation Enabled
  Processing time 1 minutes 33 seconds

 Software version 1.5.3.8469
Orthomosaic

 Size 21,629 x 20,654
 Coordinate system WGS 84 (EPSG::4326)
 Colors 3 bands, uint8
 Reconstruction parameters

  Blending mode Mosaic
  Surface DEM
  Enable hole filling Yes
  Processing time 18 minutes 59 seconds

 Software version 1.5.3.8469
Software

 Version 1.5.3 build 8469
 Platform Windows 64
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